HORIZONTAL ZIPPER DYEING MACHINE FOR YKK

MAIN KIER FEATURES

Cold Fill (Auto)

Cold Drain (Auto)

Overflow Rinse (Auto)
Pressurise (Auto) - Air Pad
De-pressurise (Auto)
Heating (Auto) - Modulating
Cooling (Auto) - Modulating
Main Pump Control (Auto)
Flow Reversals (Auto)

Low Level switch

Pump Run Level switch
Full level switch

2 PT100 probes for Controller & 1 for Thermal interlock
Adds Pump with isolating and non-return valves

Isolating Valve V1 (Auto)

ADDS TANK 1 (FULL VOLUME)

Fill / Rinse (Auto)

Drain (Auto)

Transfer Isolate (Auto)

Mixer (Auto)

Closed Coil Heating (Auto) - On/Off
Low Level Switch

Full Level switch (Adjustable)
PT100 probe

Back Transfer (Auto)

ADDS TANK 2

Fill / Rinse (Auto)

Drain (Auto)

Transfer Isolate (Auto)

Mixer (Auto)

Closed Coil Heating (Auto) - On/Off
Low Level Switch

Full Level switch (Adjustable)
PT100 probe

ADDS TANK 3

Fill / Rinse (Auto)

Drain (Auto)

Transfer Isolate (Auto)

Mixer (Auto) .

Low Level Switch

Full Level switch (Adjustable)

Liquor sampling under pressure required on one machine.
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PROPOSED HORIZONTAL DYEING MACHINE FOR YKK
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