Dati tecnici:

- Lunghezza max. lavorabile: 1600 o 2500 mm.
- Larghezza max. lavorabile: 500 mm.
- Altezza max. lavorabile: 180 mm.
- Unita fresatrici: 8400 g/min - albero @ 35 mm
- Unita fresatrici/levigatrici: 4200/8400 g/min
- Unita levigatrici: 4200 g/min
- Dimensione max. utensili: ¢ 160 mm -
h. 180 mm
- Sviluppo nastro levigatore: 2200 +2400 mm.
- Velocita nastro levigatore: 2
- Velocita avanzamento carro: 1+18 m/min
- Motore pompa idraulica: 5,5 HP
CP90/4
- Unita 1-2 fresatrici: 7,5 HP (a rich.10-15 HP)
- Unita 3-4 fresatrici/levigatrici: 4,5/6 HP (a
rich. 6/7,5 HP)
CP90/6
- Unita 1-2 fresatrici: 7,5 HP (a rich.10-15 HP)
- Unita 3-4 fresatrici/levigatrici: 4,5/6 HP (a
rich. 6/7,5 HP)
- Unita 5-6 levigatrici: 4 HP

CP90/8
- Unita 1-2 fresatrici: 7,5 HP (a rich.10-15 HP)
- Unita 3-4 fresatrici: 5,5 HP (a rich. 7,5 HP)

- Unita 5-6-7-8 levigatrici: 4 HP

Le composizioni standard, le potenze ed i dati
tecnici sopra-elencati possono variare a richie-
sta. I dati e le informazioni riportate nel presen-
te prospetto non sono impegnativi. Ci riservia-
mo pertanto il diritto di apportare modifiche in
qualsiasi momento e senza preavviso.

Technical details:

- Max. working length: 1600 or 2500 mm.

- Max. working width: 500 mm.

- Max. working heigth: 180 mm.

- Shaping units: 8400 rpm - shaft @ 35 mm

- Shaping/sanding units: 4200/8400 rpm

- Sanding units: 4200 rpm

- Max. cutter dimensions: @ 160 mm
h. 180 mm

- Sanding belt length: 2200 +2400 mm.

- Sanding belt speed: 25 mt/sec.

- Carriage feed speed: 1+ 18 mt/min

- Hydraulic pump motor: 5,5 HP
CP90/4

- Units 1-2 shapers: 7,5 HP (upon request
10-15 HP)

- Units 3-4 shapers/sanders: 4,5/6 HP (upon
request 6/7,5 HP)
CP90/6

- Units 1-2 shapers: 7,5 HP (upon request
10-15 HP)

- Units 3-4 shapers/sanders: 4,5/6 HP (upon
request 6/7,5 HP)

- Units 5-6 sanders: 4 HP
CP90/8

- Units 1-2 shapers: 7,5 HP (upon request
10-15 HP)

- Units 3-4 shapers: 5,5 HP (upon request
7,5 HP)

- Units 5-6-7-8 sanders: 4 HP

‘ The above listed standard combinations, motor-

powers and technical data can be different upon
request. Technical data and information given
by this brochure are not binding. We reserve the
right to alter our design and equipment without
notice.




