
 

 Engineering & Manufacturing 

Pagina 1 di 2 
 

O.M.G.M. sas   via Magellano, 86   21042 Caronno Pertusella  Varese Italy   phone +39.029658851  +39.029655636     fax +39.029658852 
   Mail omgmsas@omgm.net   Web Site www.omgm.net   Tribunale Como  cciaa Como 246.379   VAT 02207270139  C.F. 00840360150 
 

 

 

 

 

 

Technical description 
 

Oven and feeder grooved wheels FA-50  

 

Structure made of welded steel and machined on CNC machines.  

Unwinding unit suitable to accommodate DIN spools for 1 and 1/2 pounds  

Disc friction system with pneumatic control ed adjustment . 

Drive sprockets 6 grooves 150 mm diameter.  

The wheels are powered , synchronous , moves from one system to the gear unit with motor ac 

1.1 Kw  inverter controlled  

Pressure roller with pneumatic actuation and control , pneumatic, pressure thrust.  

The oven is a forced recirculation of air; has a booster heating from 12 kW and a by-pass to favor 

the change of coil operator.  

In this way, the deflected flow of hot air and the operator can operate in absolute security.  

The entire structure is isolated and has not danger zones. 

Operating temperature up to 300 ° 

Recirculation fan motor 0.75 kw ac inverter controlled.  

The temperature is controlled and programmable depending on the section of the material. 

The cabinet is upstream structure positioning  

 

Twister machine LMR-50  

 

Twisted machine  "LMR-50" its structure is very robust and of damping feet off the ground to not 

broadcast the vibrations generated during twisting.  

The new group of twisting is made of aluminum.  

The new drum allows a rotation of up to 2300 g/min . 

New is also the system of passage the wire inside the rotating support.  

All the transition occurs on a wreath bearing content in a format which is easily removable.  

The steps outside the wire are on chrome wheels and the guide wire secured by a guide china.  

 

The spool-bearing carriage is mounted on rails to recirculation ball bearing and is operated by a 

screw also it is with reticulating ball. An epicyclical gearbox fitted to a motor brush-less complete 

the electric axis system.  

The spool-bearing carriage moves inside the drum controlled by the PLC.  

The operator has at his disposal the choice of the speed, pitch, and adjusting the twisting.  

The reel shaft is interchangeable and can accommodate any support DIN up to a maximum of 500 

mm in length.  

The wagon door coils can rotate on itself by 90 ° to allow the operator an easy replacement of the 

coil.  

The machine is equipped with safety gards repairs.  

The cabinet is downstream structure positioning  

The whole structure, as you can see the lay-out commercial attachment, and then closed without 

any danger to personnel.  

A PLC controls the phases of the inductive heating of the yarn, and monitor the twists and the 

footage on the final reel. 

 

TST EVO Equipment 
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