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Issue number 1 

Date of issue 16.06.2015 

Contact person  

Company   

Products Corn, butter, salt  

End product Microwave popcorn 

Dose weight 90g net weight 

Capacity 1800 bags/h 

Packaging line APC-35/AG-1000 

Filling units 3 (one per product) 

In-feed unit AE-01 (Optional) 

Out-feed unit Integrated 

Marking system CJ400 (Optional) 

Packaging materials 

1. Pre-made microwave 
popcorn bags with sealed 

bottom side 

2. Reel of heat-sealable film 

Video available on YouTube 

http://www.youtube.com/watch?v=GoSEY0zt_Ww 

 

 

Popcorn packs produced on APC35/AG1000 line 

Functional description 

 
Le processus d'emballage micro-ondes pop-corn est réalisée sur deux machines, de travailler ensemble sur 
une seule ligne. Le premier - APC-35 effectue le remplissage de sel, le beurre et les grains de maïs dans 
des sacs pré-faites avec côté fond scellé. Après avoir rempli les ingrédients, on scelle la face supérieure de 
la valise et se replie vers l'intérieur d'une manière qui le rend approprié pour une utilisation en micro-ondes. 
Le sac prêt est ensuite transporté avec bande transporteuse à 
AG-1000 machine qui fait l'enveloppement PP extérieur. Sur la dernière étape du cycle de l'emballage, le 
système d'impression par transfert thermique marque la date d'expiration du produit et le numéro de lot sur 
le côté arrière du sac enveloppé. 
Les deux machines de la gamme sont fabriqués avec des composants de qualité et fiables fournis par des 
marques reconnaissables mondiaux comme Siemens, Camozzi / SMC, Omron / STS, Telemechanique - 
Schneider Electric, etc. 

Principaux dispositifs / mécanismes de APC-35 Principaux dispositifs / mécanismes de AG-1000 

1. Magazine for pre-made bags; 
2. Pick and place loading Handler; 
3. Flat-top chain conveyor; 
4. Mechanism for folding the bottom side of the bag; 
5. Separate filling devices for oil, corn & salt; 
6. Mechanism for sealing the upper side of the bag; 
7. Mechanism for folding the upper side of the bag; 
8. Mechanism for forming the upper edge of the 
bag; 
9. Handler for taking off the ready bag from APC-35 

machine and transfer it to AG-1000 wrapper; 

 
1. Film stretching and leading system 
2. Pack forming set 
3. Longitudinal sealing and pulling mechanism 
4. Transverse sealing and pulling mechanism 
5. Output conveyor belt 
6. Ink-jet printer (optional) 
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APC-35 PRICE, Exclusive of VAT 

Bags fold-fill-seal machine 45 000 Euro 
 

Bags specifications “Instant bowl” bag 

Bag type Microwave popcorn bag * 

 

Raw bag dimensions (WxL)  140x287 mm 

Ready bag dimensions (WxL) 100x140 mm 

Bag capacity up to 100 g 

* Samples of the bags to be used are required prior to initiation of machine 

manufacturing process. 

** Supports both “classic” and “instant bowl” type bags 

 

Machine specifications 

Grade Fully automatic 

Control Programmable logic controller (Siemens) 

Driven type Electro-pneumatic 

Motion type Intermittent 

Structure Stainless steel, duralumin and other approved for use materials 

Contact parts Stainless steel 

Power supply 3N 400V; 50Hz 

Connected load 1.6 kVA   

Compressed air consumption  0,6-0,8 MPa; 600 L/min.   

Relative dimensions (LxWxH)  ~3400x800x1800 mm 

Relative weight ~350 kg  

Regulatory approvals CE mark, compliance with EC directives 
 

AG-1000 PRICE, Exclusive of VAT 

Bags wrapping machine 23 000 Euro 
 

Machine specifications 

Grade Fully automatic 

Control Programmable logic controller (Siemens) 

Driven type Electro-pneumatic 

Motion type Intermittent (in sync with APC-35 machine) 

Structure Stainless steel, duralumin and other approved for use materials 

Power supply 3N 400V; 50Hz 

Connected power 1.7 kVA   

Compressed air consumption  0,5-0,7 MPa; 240 L/min.   

Relative dimensions (LxWxH)  ~2500x800x1700 mm 

Relative weight ~200 kg 

Regulatory approvals CE mark, compliance with EC directives 

 

  Microwave popcorn packaging line PRICE, Exclusive of VAT 

   APC-35/AG-1000 Total: 68 000 Euro 

 

 



  In-feed system for corn kernels *   * Optional PRICE, Exclusive of VAT 

  Hopper with auger elevator for feeding the corn kernels 
directly to the filling system of the APC-35 machine 

5 400 Euro 

1. Stainless steel hopper and tube  
2. Easy openable/closeable split cover 
3. Three-phase motor with overheat protection  
4. Timer for optimization of motor function 
5. Reversible course for cleaning the auger 

   6. Capacitive proximity switch 

 
 

 

 

Technical specifications 

Capacity 50 kg 

Construction  Stainless steel  

Driven type Asynchronous induction motor 

Control panel START/STOP/DIRECTION Panel 

Sensor type Capacitive (product level monitoring) 

Power supply 3N 400V; 50 Hz 

Relative weight ~150 kg 

Connected power   0.5-1.1 kVA   

Regulatory approvals CE mark, compliance with EC directives 

 

 Pre-heating + in-feed tanks for oil * * Optional PRICE, Exclusive of VAT 

2x80 L liquefying vessels with water jacket 6 400 Euro 

Liquefy and maintain butter temperature within the 
operating range, allowing it to flow through machine’s 

filling system. 
--- 

Vessel 1: Prepares the oil for usage by melting the 
loaded pats  

Vessel 2: Delivers the melted oil to machine’s dosage 

device 

 
Technical specifications 

Capacity 2x80 L 

Construction  Stainless steel 

Heating method Water jacket (connection with circulation pump) 

Control Programmable thermal controller, auto/manual stirrer switch modes 

Power supply 3N 400V; 50 Hz 

Connected power   9 ≤  kVA   (each) 

Regulatory approvals CE mark, compliance with EC directives 

 
 
 
 
 



 2.1 Linx CJ400 *                     * Optional PRICE, Exclusive of VAT 

  Programmable Ink-jet printer* 6 900 Euro 

 

  
  General features / Programming and printing facilities 

High brightness back-lit, 1/4 VGA full colour touch 
screen with tough, solvent resistant polymer cover 

Mistake proof mess free ink and solvent refilling. Easy-
Change® Service Module offers up to 6000 hours 
between scheduled maintenance 

Printer status indicator LED (3 state) Step by step message creation and editing 

WYSIWYG message style selection Automatic formats for printing dates and times 

Graphics and logos can be imported into the printer as 
Bitmap files using the USB port 

Sequential numbering, forward and backward counting, 
variable intervals 

WYSIWYG message display Automatic date forward function 

Message store and printer settings back up, copy and 
restore using USB storage device 

PrintSync® automatic font and message format 
selection 

Choice of operator languages (19) Company-manufacturer: Linx – United Kingdom 

Technical data 

Printing capabilities up to 3  lines 

Message storage capacity up to 1000 messages 

Enclosure 
IP53 rating (Stainless steel and high specification solvent and 
chemical resistant polymer) 

Power supply 100-230V; 50-60 Hz 

Connected power 0.05 kVa 

Operating temperature range  5-45 C° 

Weight 13,5 kg 

Regulatory approvals CE mark, FCC, TUV/GS 

 

Important note 

The attached photos are for illustrative purposes and should not be taken as completely accurate 
representation. The manufacturer reserves the right to make changes in design and construction of equipment, 
consistent with its purpose. 

OFFER 
 Date: 16.06.2015 
 Validity: 3 months 

    

    
    

 

  Main configuration 

  Item   Units Unit price Subtotal price 

APC-35 – bags fold-fill-seal machine 1 42 000 EUR 45 000 EUR 

AG-1000 – bags wrapping machine  1 17 000 EUR 23 000 EUR 

Total: 68 000 EUR 
 

  Supplementary equipment (optional) 
  Item   Units Unit price Subtotal price 

In-feed system  1 4 400 EUR 5 400 EUR 

Pre-heat/oil in-feed tanks  2 2 200 EUR 6 400 EUR 

Programmable printer 1 5 900 EUR 6 900 EUR 

 



ALL PRICES ARE EXPRESSED ON FCA BASIS, ACCORDING TO INCOTERMS 2010, EXCLUSIVE OF VAT 
INSTALLATION AND COMMISSIONING SERVICES ARE NOT INCLUDED IN THE PRICE 
WARRANTY PERIOD FOR ALL ITEMS IS 12 MONTHS 

 

  List of spare parts delivered with the machine  

APC-35 

Type Pieces 

  1. Flexible hose Ø12 and coupling Ø15  1  

  2. Magnetic proximity switch 3 

  3. Induction switch 12x1 1 

  4. Temperature probe PE100 Ø4 2 

  5. Heater Ø10x180 (150W 42V) 2 

  6. Springs 6 

  7. Springs (vol. cup filler) 2 

  8. Suction cups type 1 3 

  9. Suction cups type 2 2 

AG-1000 

  1. Heater Ø10x200 2 

  2. Spiral heater 2 

  3. Temperature probe PE100 1 

  4. Temperature probe M6  1 

  5. Magnetic proximity switch 1 
 

  Trade conditions   

Payment method 
1 -100 %L/C 

2- 30 % par virement et 70 % a la réception documents 

Lead  time Up to 90 days 

Terms of delivery FCA (Paris -France) 
 
 

  List of accompanying documents  

  1. Original invoice   4. EUR1 Certificate (if applicable) 

  2. Packing list   5. Declaration of conformity 

  3. AWB/CMR (if applicable)   6. Warranty card 
 

  Freight  

Type Carrier Destination Price 

    

 

ALL PRICES ARE EXPRESSED FCA AND DO NOT INCLUDE LC EXPENSES 


