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: Quick Sieve

Type TR 160

Standard features:

o all stainless steel
construction

e easily
interchangeable
sieve inserts

e fast & easy cleaning

@ reinforced
consfruction

@ numerous
applications

® no metal to metal
contact between
braker (stator) and
sieve (rotor)

e conform to
CGMP standards
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Braker (sicior] Inserts

nomal aperation:
for dry, powdery, nan-solid
products

heavy-duty operatfion:
for solid or non-uniform
praducts

stator |

for sieve inseris

stator 3
for sisve inserts

for sieve inserts
of @ 2.2 mm and larger

o3

up to & 1.5 mm up to & 1.5 mem
with milling effect
stator 2 stator 4

tor sieve inserts
of @ 2.0 mm and larger
with milling effect

f“‘ll‘ﬂughpm capacity depends on:

parficle size range
specific weight

sheer strenght/hardness
maisture

raw product

sieve type
sieve diameter
speed (Rp.M.)
tilt angle

L

rotor

The Glatt® Guick Sieve has been
extensively used in the Pharmaceu-
tical, Chemical and Food Indu-
stries. The Gluick Sieve is ideal for
screening wet or dry granulations
to a selected particle range depen-
dent on the sieve insert selected.
Due to its unique design, the sieve
insures the product from being mil-
led, thus keeping the increase of
fines in the final praduct to a mini-
mum. With special higher shear
sieves lrofors), the Glatt® Quick
Sieve can be used to delump or
mill raw materials. The unit can be
mounted fo a gravity or vacuum
charge port for quick leading of
lump-free raw materials.

Optimum results can be achisved
by fine funing and the following
parameters:

» relationship of the centrifugal far-
ces as a function of the circumfe-
renfial speed of the sieve (rotorl.

e shape, type and size of the
sisve openings.

e selection of braker (stator) inserts
in respect to sieve (rotor] insers.

The Glait® Quick Sieve lincluding
all change parts! is designed to
conform to highest pharmaceutical
inclustry standards.

Material/Finish:

All paris in contoct with product
lincl. sieve inserts, caver, stand and
trolleyl are made of stainless steel
AlSI 304, mirror polished inside,
brush finished cutside.



Auxiliaries:

e handwheel
operated height
adjustment

e smaller charge
cone

| @ silicone rubber

collar for charge
cone

@ stainless steel
motor casing

e adjustable motor
(TR 160-02)
390-2000 R.p.M
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Technical Data

' Quick Sieve Type TR 16001 TR16002 )
rigid adjustable
Charge cone volume liters 20 20
% round hole type mm 0.8,1.2,1.5,2.0,3.0,50,8.0,100
@ | (low shear)
o | friction hole type mirm 15.20,3.0,50,80,100
2 | Ihigh shearl
& | copacity kWY 0.55 or 095 25
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| UE speed R.p.M. 750 or 1000 390 — 2000
|5 | protection class EExellT3/IP54 EExd I T4/IP54
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chamber
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granulate
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We reserve the right for technical changes at any fime.
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