
Sorting at source and baling are the answer to future waste handling.
Protect the environment, keep things tidy, utilise space, and at the same time 

save a great deal of money.

B A L E  P R E S S E S
Model 4-0 S



High press force, large filling capacity, low overall height, long stroke and
short cycle time make this bale press the best on the market.

Rational waste handling - for large volumes

Technical data and specification (the right to make changes is reserved).

Model
Press force (ton)
Electricity/kW
Cycle time (sec.)
Dimensions LxWxH (mm) 
Filling chamber (mm)
Press chamber height, int. (mm)
Stroke (mm)
Weight (kg)
Bale size LxWxH (mm) 
Bale weight (kg) (cardboard)(plastic)
Noise level (dB)

Rational waste handling
Waste is filled direct into the baler
through the large filling opening
instead of first being stored in 
bulky containers or other types of
intermediate storage facilities.

Automatic emptying onto pallets
The emptying operation incorpo-
rates safe, two-hand operation
(two pushbuttons must be opera-
ted simultaneously). The machine
can also be locked to prevent
unauthorised use.

Easy bale handling
The highly compressed bale is
automatically discharged onto a
pallet. The bales can thus be
stacked on a minimum of floor
space until collection. Plastic
tape or steel wire is used to bind
them.

Scissor-motion cylinders
In spite of the short cylinders, the
machine has a very long stroke.
This means a high degree of
compression and very low over-
all height.

A strong safety lock ensures that
the cover opens slowly and
evenly - an important feature
when the material is compressed
under such great pressure.

All Bramidan presses have simple
and safe operating equipment.
All operations are explained in
clear and easily understandable
pictograms.

Powerful pressure, low overall heig-
ht, large filling opening, long stroke
and short cycle time. These are the
essential criteria when selecting a
waste press.

The 4-0 S is built on new principles.
The double scissor cylinders give
maximum and superior pressing for-
ce while ensuring low overall heig-
ht. The dimensions of this machine

are as surprisingly small as its main-
tenance costs. A finished bale of
cardboard weighs about 400 kg
and measures 1360 x 780 x 1200
mm.

4-0 S 30 4-0 S 50
30 50

400V 25A 5,5kW 400V 25A 5,5kW
18 32

2040 x 1280 x 2900 2040 x 1280 x 2900
1230 x 770 1230 x 770

1900 1900
1200 1200
2460 2670

1360 x 780 x 1200 1360 x 780 x 1200
350-400 400-450
75-79 75-79

4-0 S is very service-friendly. For example, the hydraulic
unit is located under the control panel on the side of
the machine.

Bramidan has been manufacturing balers for more than 20 years. The wide experience is used to
achieve the following quality objectives: longest possible product life, greatest possible reliability,
lowest possible degree of maintenance.
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Bramidan A/S
Industrivej 69
DK-6740 Bramming 
Tel. +45 75 17 32 66
Fax +45 75 17 31 77

E-mail: bramidan@bramidan.dk
www.bramidan.com

Distributor:


