Cytometer Performance Report

Cytometer:

FACSCantoll

Cytometer Name:

Serial Number:
Input Device:

Tube Loaded Manually:

FACSCantoll

V96300738
Carousel

Yes

User:
Institution:
Software:
Date:

Cytometer Baseline:

Administrator

N/A

BD FACSDiva 6.1.2
12/16/2021 11:54 AM

01/28/2021 11:00 AM

Cytometer Configuration:  3-laser, 8-color (4-2-2) P/F: Pass
Setup Beads
Bead Product: CST Setup Beads, Part #: 910723
Lot ID: 92803, Expiration Date: 10/31/2021 (Expired)
Bead Lot Information: Available
Detector Settings
Laser Detector Parameter Target Value Actual Target | % Difference | Bright Bead % Mid Bead Mid Bead %
9 Value Target Value Robust CV Median Channel Robust CV
Blue FSC FSC 125000 124056 -1 1.22 123755 1.22
Blue F SSC 125000 122576 -2 2.88 122963 2.65
Blue E Alexa Fluor 488 30225 29833 -2 2.30 991 11.82
Blue D PE 39268 38237 -3 1.68 1079 10.85
Blue B Alexa Fluor 700 49803 48776 -3 3.02 1706 15.30
Blue A PE-Cy7 39474 39644 0 5.14 1182 25.55
Red C APC 72790 72867 0 2.50 3156 10.41
Red A APC-Cy7 52417 51552 -2 3.11 2299 8.86
Violet B Alexa Fluor 405 29034 30164 3 3.47 1302 8.59
Violet A AmCyan 112905 110513 -3 3.62 4045 6.98
Detector Settings (Continued)
Dim Bead . o
Laser Detector Parameter Median Dim Bead % PMTV A PMTV Qr Br P/F
Robust CV
Channel
Blue FSC FSC 24673 2.98 577 1 N/A N/A Pass
Blue F SSC 56452 1.83 436 -5 N/A N/A Pass
Blue E A'exis';'“"r 141 42.15 423 5 0.0233 417 Pass
Blue D PE 206 38.81 428 4 0.1787 321 Pass
Blue B A'eX;O';'“OF 304 39.09 510 7 0.0120 129 Pass
Blue PE-Cy7 224 62.23 758 13 0.0183 37 Pass
Red APC 459 27.20 495 4 0.0224 33 Pass
Red A APC-Cy7 466 20.75 586 5 0.0062 2277 Pass
Violet B A'e"joFS'“m 236 30.45 352 4 0.0664 3226 Pass
Violet A AmCyan 428 26.11 413 1 0.0146 3255 Pass
Specifications
PMTV Delta from baseline: 50 (BD)

Violet Laser Primary Channel Bright Bead %Robust CV:
Blue Laser Primary Channel Bright Bead %Robust CV:
Red Laser Primary Channel Bright Bead %Robust CV:

Research Use Only

6.00 (Recommended)
6.00 (Recommended)
6.00 (Recommended)
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Cytometer Performance Report

Cytometer:
Cytometer Name:
Serial Number:
Input Device:

FACSCantoll
FACSCantoll
V96300738
Carousel

Tube Loaded Manually: Yes
Cytometer Configuration:

3-laser, 8-color (4-2-2)

User:

Institution:
Software:

Date:

Cytometer Baseline:
P/F:

Administrator

N/A

BD FACSDiva 6.1.2
12/16/2021 11:54 AM
01/28/2021 11:00 AM
Pass

Laser Settings

Delay .
Power Spec. Current Spec. Delay . Area Scaling
Laser Power (mW) Current (mA) - (Trigger on
(mW) (mA) (Trigger on FSC) Fluorescence) Factor
Violet 59.57 47.66 - 71.48 N/A N/A -30.97 -30.51 1.28
Blue 19.16 16.36 - 24.54 2.24 1.60 - 2.40 0.00 0.00 1.39
Red 16.74 13.60 - 20.40 N/A N/A 29.09 29.43 1.36
Window Extension: 7.00

FSC Area Scaling Factor: 0.87

Threshold

Threshold (FSC):

Fluidics

FACSFlow Pressure:
Spec.:

10357

4.40
4.30 - 4.50

Sample Pressure:

4.30

TComments

Research Use Only
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