6AL1A000K EMCO SL1200 SHORT BAR LOADER

Short bar loading magazine for automatic loading of short bar
stock with a diameter from 8 to 95 mm and a length up to
1200mm. The loading magazine is very compact and space-

savini and also very simple to be used.

TECHNICAL DATA:

Bar length: 150 — 1200 mm

BAR LENGTH LIMITED ACCORDING TO SPINDLE LENGTH!!
(S45 ->> 800 mm)

Bar diameter: 8 — 95 mm

Max. feed rate: 60 m/min

Time for bar feed: approx. 3 sec

Time for bar change: approx. 15 sec

Bar storage surface: 560 x 1210 mm

Storage capacity: 10 bars with @ 55 mm
or 70 bars with @ 8 mm

Bar in-feed side: Backside

Power supply: 24 Volt DC (Interface)

Air main supply: 6 bar

Length: 1700 mm

Width: 1250 mm

Pusher rod/spindle height: 1090-1380 mm

Weight: approx. 500 kg

Safety features: according to CE

‘**  Includes:
3 e Pushrod g 15 mm

e Pushrod ¢ 8 mm

e Fastening material

e Slide system to move the loader longitudinal

(approx. 400 mm)

¢ Documentation
Advantages:

e Small foot print

e Simple to operate

¢ Simple and quick set-up change
e Possibility to load billets
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Easy adjustment of the diameter
High-Speed function
¢ EMCO Design
Loading of hexagon and square bar stock not possible!!
Factory installed only !!

X1Z130 INTERFACE FOR EMCO SL1200
To connect the short bar loader SL1200

from EMCO.
Factory installed only!
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