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Main Specifications

Major Specifications

The R16A-Il is a machine to perform infeed roling. It can cope with plunge rollig by equipping
The plunge rolling device(option).

(Unit; mmj

[Machine Bodyl
Characteristics R16A—1
Maximum outside diameter @75
Maximum length 150
Rollable Work Maximum screw pitch 5
Maximum worm module 3
Spindle speed (4 steps) 20,36,58,71 min”
Maximum outside diameter of rolling dies ¢200
Mounting diameter for rolling dies ¢ 54
Rolling dies width (maximum) 150
Spindlegiréc; Rolling Center distance between spindles 135~250
Right headstock stroke 115
Rolling stroke* (maximum) 20
Spindle center height from reference 150

plane

Right headstock guide way lubrication

Automatic forced lubrication

Maximum roll pressure/hydraulic

S

Roll Pressure pressure 160kN/8Mpa
. . Output 7.5kw
Spindle driving -
Speed 180~ 3,600 min’
Motor HydraL_Jli_c pump Output 1.5kW
driving Speed 1,500 min! (50Hz)
Working_ﬂ_uid Output 0.1kW
pump driving Speed 3,000 min" (50Hz)
Height from floor to spindle 960
Size Floor space required (width x depth) 1,760 x 1,110
L Overall height 1,300
Machine weight 2,900 kg

The right main spindle of R16A-LLis also designed to return by hydraulic pressure. The returning speed
is preset to 10mm/sec when the unit is shipped from the factory.
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