DESCRIPTION Schiico cnc
TECHNICAL DETAILS

Number of axles: 4

Travel X /Y / Z: 6,300 / 600 / 405 mm
A-axis: 180° continuous
Speed: 24,000 rpm

Traversing speed X /Y / Z: 80/ 60 / 20 m/min A-axis speed: 10,800 rpm

Tool holder: HSK-40E
Tool dimensions cutter/drill: 050 / 130 mm

Diameter of side milling cutter: 200 mm

Tool magazine: 8 + 1

Number of clamping blocks: 8
Positioning of clamping blocks: automatic

Profile clamping: horizontal

Quick-change system : available
Cooling unit with temperature control : available

MACHINE DETAILS
Dimensions: 8525 x 2235 x 2065 mm

Weight: 6 tons

Voltage: 380V, 50 Hz
Power consumption: 4 A Power consumption: 21 kW

Operating pressure: 0.8 MPa Nominal pressure: 0.6 MPa
Air consumption: max. 200 NL/min Operating pressure: 6 - 8 bar
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DESCRIPTION Schüco cnc

TECHNICAL DETAILS

Number of axles: 4

Travel X / Y / Z: 6,300 / 600 / 405 mm

A-axis: 180° continuous

 Speed: 24,000 rpm

Traversing speed X / Y / Z: 80 / 60 / 20 m/min A-axis speed: 10,800 rpm

Tool holder: HSK-40E

Tool dimensions cutter/drill: 050 / 130 mm

Diameter of side milling cutter: 200 mm

Tool magazine: 8 + 1 

Number of clamping blocks: 8

Positioning of clamping blocks: automatic

Profile clamping: horizontal

Quick-change system : available

Cooling unit with temperature control : available

MACHINE DETAILS

Dimensions: 8525 x 2235 x 2065 mm

Weight: 6 tons

Voltage: 380 V, 50 Hz

Power consumption: 4 A Power consumption: 21 kW Operating pressure: 0.8 MPa Nominal pressure: 0.6 MPa

Air consumption: max. 200 NL/min Operating pressure: 6 - 8 bar





